
REFLECTORS/DISTRIBUTION PATTERNS

INDUCTION LIGHT

SERIESDHBI
SPECIFICATIONS

HOUSING -  Heavy duty die cast housing.  White powder coat �nish over a chromate 
conversion coating.  1” malleable hook and deluxe accessory bracket included.

LENS -  22” prismatic acrylic refractor. (sold seperately: required)

MOUNTING -  Mounts on 1” malleable hook (included) or downrod.

LISTINGS AND RATINGS -  CSA: listed for dry locations.

Approved By: Project Name:

Location: Date:

www.wlslighting.comP.O. Box 100519 Fort Worth, TX 76185

WLS LIGHTING SYSTEMS

Speci�cations subject to change without notice.                                                                                                                                                                                                                                                                                                                                      09  Rev. 10/09 

(EXAMPLE ORDER)   

ORDER :

DHBI
No 
Refractor

DHBIR
W/ 22” 
Refractor

WLS-DHBI    200                IL               120          EB

ORDERING INFORMATION  SELECT APPROPRIATE CHOICE FROM EACH COLUMN TO FORMULATE ORDER CODE.  
                                                                    Refer to example below.

120V200W IL - Induction Lamp WHT - White

 

DHBI         200                  IL               120           EB               WHT                             NO

 FINISH
LAMP

SERIES        WATTAGE                   SOURCE              VOLTAGE         BALLAST                  FINISH                                        OPTIONS
LAMP                        LIGHT                    LINE                                           LUMINAIRE     

SPR - Swivel Pendant Mount - Round for 
             angled or straight ceilings.  Fits 3/4’ 
            conduit.  Includes reducer bushing  
            (to 1/2”) and set screw.
SPS - Swivel Pendant Mount - Square for 
             angled or straight ceilings.  Fits 3/4’ 
            conduit.  Includes reducer bushing  
            (to 1/2”) and set screw.
MH1 - Malleable Hook with 3/4” NPT 
              thread
CS1 - 3’ 16/3 600V STW cord, one end 
            pre-stripped
PSC - Safety Cable, 3’ Steel Cable with Clear 
             Vinyl Coating, Steel Eye and Loop.
NO - No Option

EB - Electronic 
          Ballast

DIMENSIONS

MH1 CS1SPR SPS

PSC
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